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BUILT TO THE LATEST EDITION OF THE NFPA20 & NFPA70ELECTRIC FIRE PUMP CONTROLLER BUILT TO THE LATEST EDITION OF THE NFPA20 & NFPA70
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DD1000-956NYC
Dpt of Building

Approved

11" [279]

11" [279]

Normal
Power and

Motor Leads
Entrance

36" [914]
34 1/2" [876]

65 7/8" [1673]65 7/8" [1673]

Ø3/8" [Ø10] X4

68" [1727]

69 1/8" [1756]

18" [457]Ø7/8" [Ø23] X2

3 1/2" [89]

38" [965]
40" [1016]

16" [406]

1" [25]

1" [25]

3" [76]

Ø1/2" [Ø13] X4

Sensing Line Connection - 1/2 " F.NPT

Drain - 3/8 " M.TUBE

1" [25] Adjustable Feet

33 5/8" [854]

1/2" [12]

1 1/4" [31]

11 1/8" [284]

39 1/4" [998]

22 3/4" [576]

28 3/8" [720]
Voltage Min HP Max HP

208 75 150

220 - 240 100 200

380 - 400 - 415 150 300

440 - 480 200 450

600

Voltage / Power Table

Voltage

Voltage / Power Table

200 500

Notes:

- Protect equipment against drilling chips.
- Door swing equal to door width.

- Use watertight conduit and connector only.
- Bottom conduit entrance through removable gland plate recommended.

- Standard paint : textured red RAL 3002.
- All dimensions are in inches [millimeters].

- Standard NEMA: NEMA 2

- Center of  screen: 61-5/8" [1564] from bottom.

See Notes

23 1/8" [586]
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