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- Controller standard without
mounting stand.
- Order option if mounting stand
required.

See Notes

Sensing Line Connection - 1/2 " F.NPT

Drain - 3/8 " M.TUBE

22 1/8" [562]

23 5/8" [600]

27" [684]

Ø3/8" [Ø10] X4

28 7/8" [732]

9 5/8" [245]

8 5/8" [220]

1/2" [12]

27 1/2" [700]

2 7/8" [73]

23 3/8" [594]

10 7/8" [275]

13 1/8" [333]

4 1/2" [115] 7 1/8" [182]

23 5/8" [600]

6 7/8" [174]

13 1/8" [333]

7 7/8" [200]

20 1/4" [514]

PT1SV1

Notes:

- Standard paint : textured red RAL 3002.
- Standard:

- All dimensions are in inches [millimeters].
-  Center of touch screen: 20-1/4" [514] from bottom (no feet).
-  Bottom conduit entrance through removable gland plate 

recommended.
-  Use watertight conduit and connector only.
-  Protect equipment against drilling chips.
-  Door swing equal to door width.

5 1/2" [138]

1 1/4" [31]

3 1/4" [82]

20 1/2" [520]

MODEL: FTA1100
DIESEL ENGINE FIRE PUMP CONTROLLER

12VDC OR 24VDC NEGATIVE GROUND DD1100-800 /E
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