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Firetrol Remote Alarm Panels
for Use With Diesel Engine and Electric Fire Pump 
Controllers
FTA200-A, 200-AA, 200-F, 200-FF & 200-AF
Specifications

1.0  Alarm Panel
The main fire pump controller shall be a factory assembled, wired and tested unit.

1.1  Standards, Listings & Approvals
The controller shall conform to all the requirements of the latest editions of:
NFPA 20, Standard for the Installation of Stationary Pumps for Fire Protection
NFPA 70, National Electrical Code.
Factory Mutual (FM)

The controller shall be listed by:
Underwriters Laboratories, Inc., in accordance with UL508, Standard for Industrial 
Controls
Canadian Standards Association CSA-C22.2, Standard for Industrial Control Equip-
ment (cUL)

1.2  Enclosure
The controller components shall be housed in a NEMA Type 1 (IEC IP20) drip-proof, 
wall mounted enclosure with bottom entry gland plate.

1.3  Operation
The alarm panel shall have individual LED lights to indicate its alarm condition which 
shall remain lighted until the alarm condition has been corrected.  The alarm panel 
shall also have an audible alarm which will sound when the alarm conditions occur 
and may be silenced by pressing a SILENCE ALARM push-button.
Each alarm initiation shall be subsequent to any and all previous alarm conditions 
so that the silence push-button acknowledgment of any one alarm will not prevent 
the audible alarm from sounding on successive alarm conditions.
The alarm panel shall have a PUSH-TO-TEST push-button for manually testing all 
LED lights, audible alarms and output circuits.  All alarm LED’s and push-buttons 
shall be plainly marked for identification.  

1.4  Manufacturer
The alarm panel shall be a Firetrol model FTA200-A for use with electric fire pump 
controllers, FTA200-AA for use with 2 electric fire pump controllers or model FTA200-F 
for use with diesel engine fire pump controllers, FTA200-FF for use with 2 diesel en-
gine fire pump controllers or a FTA200-AF for use with 1 electric fire pump controller 
and 1 diesel engine fire pump controller.
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Description—Firetrol® FTA200 alarm panels 
are designed to meet the NFPA 20 speci-
fications requiring a remote alarm panel 
when the pump house or pump room is 
not constantly attended.  The alarm panel 
must be installed in a location that is under 
supervision at all times.

Approvals —These alarm panels are listed 
by Underwriter’s Laboratories, Inc., in accor-
dance with UL508, Standard for Industrial 
Controls and approved by Factory Mutual.  
They are designed to meet or exceed the 
requirements of the approving authorities 
listed above as well as NFPA 20, Installation 
of Centrifugal Fire Pumps.

Standard Features—The following are in-
cluded as standard with each controller:

Type A - Type A panels provide audible and 
visible alarm indication for the following 
conditions:
• Supervisory Power On (Visible Only)
• Power / Phase Failure (Audible and Visible)
• Phase Reversal (Audible and Visible)
• Pump Room Alarm(Audible and Visible)
• Motor Trouble (Audible and Visible)
• Motor Running (Audible and Visible)

Type AA - Type AA panels provide audible 
and visible alarm indications for 2 separate 
electric controllers utilizing 1 alarm panel 
enclosure.

Construction - FTA200 alarm panels make 
use of printed circuit boards which provide 
reliable and trouble free service.  The enclo-
sures are NEMA Type 1 (IEC IP20) for indoor 
wall mounting.  A bottom entry gland plate 
is provided in the enclosure.  The standard 
enclosure color is red.
     Mounted on the enclosure door are LED’s 
for visible alarm indication, the SILENCE push-
button and the LAMP TEST push-button.
     An alarm bell for audible indication is 
mounted on the side of the enclosure.
     Each LED will illuminate to indicate its 
alarm condition and will remain lit until the 
abnormal condition has been corrected.  
The audible alarm will sound when the alarm 
conditions occur and will continue to sound 
until the abnormal condition has been cor-
rected or the SILENCE push-button has been 
pressed.  Pressing the SILENCE push-button 
will silence the audible alarm but will not ex-
tinguish the LED.  If another alarm condition 
occurs the audible alarm will again sound 
until silenced by the SILENCE  push-button 
or until the abnormal condition has been 
corrected.
     The LAMP TEST push-button is supplied for 
manually testing the LED’s.
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FTA NUMBER
FTA200    

Alarm Panel Type	
-A	 Type A Alarm Panel (For Use

With 1 Controller)
-AA	Type AA Alarm Panel (For Use

With 2 Controllers)

FTA200-_-__ (Example: FTA200-A-F)A
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Remote Alarm Panels for use with Electric Fire Pump Controllers

Model Number 
Selection Guide

FTA200-A
FTA200-AA

-Q	 Enclosure, NEMA Type 2 (IP22), Painted Steel

SPECIAL ENCLOSURES
DescriptionOption

-EX	 Enclosure, NEMA Type 4 (IP65), Painted Steel

-FXP	 Enclosure, NEMA Type 4X (IP66), #304 Stainless Steel, Painted Finish

-AM	 Alarm, Audible/Visible, Fail To Start

Optional Alarms
DescriptionOption

-BY1	 Alarm, Audible/Visible, Overcurrent
-EJ1	 Alarm, Audible/Visible, Flow Meter Open
-Y	 Alarm, Specify Number Of Alarms, Function of Each & Nameplate Marking

-BS	 Fire Pump Start Push-button

Miscellaneous
DescriptionOption

---	 Enclosure, NEMA Type 1 (IP20), Painted Steel (Standard)	

-BA	 AC Input, 220-240V

Options/Modifications

-F Enclosure, NEMA Type 4X (IP66), #304 Stainless Steel, Brushed Finish	
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- All Dimensions are in Inches [Millimeters]
- Use Watertight Conduit and Connector Only.
- Protect Equipment Against Drilling Chips.

Notes:

- Door Swing Equal to Door Width

- Standard NEMA: NEMA 1
- Standard Paint: Textured Red RAL 3002. Manufacturer reserves the right to modify this drawing without notice.

Contact manufacturer for "As Built" drawing.
*Dimensions may change depending on option required. Consult Factory for exact
dimensions.

Drawing for information only.
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: Related Controller Terminals
    - Field Connections :
        - Wire Size : 12–24 AWG
        - Torque : 0.5 Nm

: Internal Terminals
    - Power Supply :
        - Wire Size : 12–24 AWG
        - Torque : 0.4 Nm

    - Alarm Contact :
        - Type : SPDT
        - Wire Size : 14–24 AWG
        - Torque : 0.4 Nm

    - Field Connections :
        - Wire Size : 12–22 AWG
        - Torque : 0.4 Nm

ALARM PANEL
FOR ELECTRIC FIRE PUMP CONTROLLER



DWG REV. 0

ACD

FC

21/11/25

21/11/25
© Firetrol, Not for construction.

   Subject to change without notice.

NYC
Dpt of Building

Approved

MODEL: FTA200-AAALARM PANEL
FOR TWO (2) ELECTRIC FIRE PUMP

CONTROLLERS

Firetrol  All right reserved. This drawing and the information contained or depicted herein are the sole property of Firetrol Copies are communicated to the recipient in strict confidence and may not be retransmitted, published, reproduced, copied or used in any manner, including as the basis for the manufacture or sale of any products, without the express prior written consent of Firetrol

SHEET 1 OF 1

BUILT TO THE LATEST EDITION OF THE UL 508A
DRAWN BY

FINAL
APPROVAL

BY DD/MM/YY

DRAWING NUMBER

Silence Lamp Test

J5
-2

J5
-1

SW
2-

5
SW

2-
4

SW
2-

3
SW

2-
2

SW
2-

1

J2+
J2-

AB1

J5
-G

SW
3-

5
SW

3-
4

SW
3-

3
SW

3-
2

SW
3-

1

4

APB1

M
EM

1

11
14

11
14

11
14

11
14

11
14

11
14

11
14

11
14

11
14

11
14

11
14

11
14

TB
1

TB
2

TB
3

TB
4

TB
5

TB
6

TB
7

TB
8

TB
9

TB
10

TB
11

TB
12

11
14

12

AR
1

J3

SW
4

11
14

12

AR
2

11
14

12

AR
3

11
14

12

AR
4

11
14

12

AR
5

11
14

12

AR
6

11
14

12

AR
7

11
14

12

AR
8

11
14

12

AR
9

11
14

12

AR
10

11
14

12

AR
11

11
14

12

AR
12

240V: 240VAC

120V: 120VAC

50-60Hz

SW4 Positions SW1-SW2 Positions

ON: Bell activated by input
OFF: Input does NOT activate bell

Black
Red

Dual Alarm Panel
Electric Fire Pump

Su
pe

rv
is

or
y 

Po
w

er
 O

N

Lo
ss

 o
f P

ow
er

Ph
as

e 
R

ev
er

sa
l

Pu
m

p 
R

oo
m

 A
la

rm

M
ot

or
 T

ro
ub

le

M
ot

or
 R

un

Po
w

er
 A

va
ila

bl
e

Ph
as

e 
R

ev
er

sa
l

Pu
m

p 
R

oo
m

 A
la

rm

M
ot

or
 T

ro
ub

le

M
ot

or
 R

un

120 Vac or
220-240 Vac*

Supervisory
Power ON

Loss of Power

Phase
Reversal

Pump Room
Alarm

Motor Trouble

Motor Run

11
12

11
14

11
14

11
14

11
14

(*)The incoming voltage can be change via Dipswitch (SW4)

Po
w

er
 A

va
ila

bl
e

Ph
as

e 
R

ev
er

sa
l

Pu
m

p 
R

oo
m

 A
la

rm

M
ot

or
 T

ro
ub

le

M
ot

or
 R

un

11
12

11
14

11
14

11
14

11
14

Loss of Power

Phase
Reversal

Pump Room
Alarm

Motor Trouble

Motor Run

Lo
ss

 o
f P

ow
er

Ph
as

e 
R

ev
er

sa
l

Pu
m

p 
R

oo
m

 A
la

rm

M
ot

or
 T

ro
ub

le

M
ot

or
 R

un

: Related Controller Terminals
    - Field Connections :
        - Wire Size : 12–24 AWG
        - Torque : 0.5 Nm

: Internal Terminals
    - Power Supply :
        - Wire Size : 12–24 AWG
        - Torque : 0.4 Nm

    - Alarm Contact :
        - Type : SPDT
        - Wire Size : 14–24 AWG
        - Torque : 0.4 Nm

    - Field Connections :
        - Wire Size : 12–22 AWG
        - Torque : 0.4 Nm
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