
FTA NUMBER
FTA2000     

TIMER OPTION
    -A   With minimum run timer
    -C   Manual Start-Stop only

HORSEPOWER
(See chart for available HP/Voltage 
combinations)

FTA2000-_ L _  _  _ (Example: FTA2000-AL500P-P)

MarkIII Medium Voltage Electric Fire Pump Controllers - Across The Line Starting

Model Number
Selection Guide

FTA2000

Voltage

2200-2300
3000-3300
4000-4160
4800-5500

6000
6300-6900

7200

Maximum
Horsepower

1000
1500
2000
2500
3500
4000
4500
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Options & Modifications
See publication OP2000-71 for 
Options and Modifications

Horsepower Rating
    03 - 3 HP	 600 - 600 HP
    05 - 5 HP	 700 - 700 HP
    07 - 7 1/2 HP	 800 - 800 HP
    10 - 10 HP	 900 - 900 HP
    15 - 15 HP	 1000 - 1000 HP
    20 - 20 HP	 1250 - 1250 HP
    25 - 25 HP	 1500 - 1500 HP
    30 - 30 HP	 1750 - 1750 HP
    40 - 40 HP	 2000 - 2000 HP
    50 - 50 HP	 2250 - 2250 HP
    60 - 60 HP	 2500 - 2500 HP
    75 - 75 HP	 2750 - 2750 HP
    100 - 100 HP	 3000 - 3000 HP
    125 - 125 HP	 3500 - 3500 HP
    150 - 150 HP	 4000 - 4000 HP
    200 - 200 HP	 4500 - 4500 HP
    250 - 250 HP
    300 - 300 HP
    350 - 350 HP
    400 - 400 HP
    450 - 450 HP
    500 - 500 HP		

VOLTAGE (50/60 Hertz)
    J	   2300V
    G   3000V
    L	   3300V
    K	   4160V
    N	   5500V
    P	   6000V
    Q   6300V
    R	   6600V
    M   6900V
    Z	   7200V
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