
Bypass Method
3100S - VFD with Across-The-Line Bypass
3130S - VFD with Digital Soft Start Bypass

Start/Stop Options
A -  Automatic start with timed permissive 

stop after minimum run time and manual 
start with manual stop, field convertible 
to automatic start and manual start with 
manual stop only

B - Automatic start and manual start with 
manual stop

C - Manual start and stop

Short Circuit Current Rating
M - Standard short circuit rating
 100,000 Amperes RMS Sym. at 200 - 480 V
 50,000 Amperes RMS Sym. at 550-600V
P - High short circuit rating
 100,000 Amperes RMS Sym. at 550 - 600 V

Horsepower Rating
03 - 3 HP  100 - 100 HP
05 - 5 HP  125 - 125 HP
07 - 7 1/2 HP  150 - 150 HP
10 - 10 HP  200 - 200 HP
15 - 15 HP  250 - 250 HP
20 - 20 HP  300 - 300 HP
25 - 25 HP  350 - 350 HP
30 - 30 HP  400 - 400 HP
40 - 40 HP  450 - 450 HP  
50 - 50 HP  
60 - 60 HP  
75 - 75 HP  

VARIABLE SPEED
ELECTRIC FIRE PUMP CONTROLLERS
Example:   FTA3130S-AM75B-TSA-xx

Modifications
See Publication
OP3100S-11

Three Phase Voltage
A - 220-240 Volt, 60 Hertz (230 V)
AZ - 220-230 Volt, 50 Hertz
B - 440-480 Volt, 60 Hertz (460 V)
BZ - 415 Volt, 50 Hertz
C - 550-600 Volt, 60 Hertz (575 V)
F - 380 Volt, 60 Hertz
FZ - 380 Volt, 50 Hertz
H - 208 Volt, 60 Hertz
HH - 200 Volt, 60 Hertz

MarkIII+ Electric Fire Pump Controllers Variable Speed Starting with Power 
Transfer Switch

Model Number Selection Guide
FTA3100S, 3130S with FTA950 

(Opt. -TSA)
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Automatic Transfer 
Switch

Note:  Maximum V/HP
200V - 75 HP
208-240V - 100 HP
380-415V - 350 HP
440-480V - 450 HP
550-600V - 100 HP
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